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ROAD NOTES

1. VERTICAL DATUM:

HORIZONTAL DATUM:  PERTH COASTAL GRID 1994 (PCG94)
2. SERVICES, SUCH AS SEWER, WATER, GAS, TELEPHONE, ELECTRICITY, AND DRAINAGE MAY BE
ENCOUNTERED DURING CONSTRUCTION GF THE WORKS. SERVICES INFORMATION SHOWN ON

DRAWINGS IS INDICATIVE ONLY AND MAY NOT BE COMPLETE. BEFORE EXCAVATION COMMENCES
THE LOCATION OF ALL SUCH SERVICES SHALL BE OBTAINED FROM THE RELEVANT AUTHGRITIES.

3. THE CONTRACTOR SHALL CO-ORBINATE THE LOCATION OF ALL EXISTING AND PROPGSED
SERVICES PRICR TO COMMENCEMENT OF WORK. ANY CONFLICTS SHALL BE REPORTED TO THE

ENGINEER IMMEDIATELY.
4. ALL WORKS SHALL BE CONSTRUCTED IN ACCORBANCE WITH THE PROJECT SPECIFICATION, BUT

WHERE NO DETAIL PRGVIBED, TO THE REQUIREMENTS OF THE LOCAL AUTHORITY.

5. CONTRACTOR SHALL PROVIDE ALL SIGNING, LIGHTING AND FLAGMEN NECESSARY TO ENSURE
SAFETY OF THE PUBLIC AND OF THE WORKS.

6. LOCATE ALL LEVELS FRGM EXISTING SURVEY MARKS. ALL SURVEY MARKS SHALL BE

PROTECTED.
1. EXISTING VERGES SHALL NOT BE DISTURBED BEYGOND THE EXTENT OF WORK.

8. ALL FILL SHALL BE CLEAN NON PLASTIC MATERIAL FREE FROM VEGETATION AND OTHER
DELETERIOUS MATERIAL AND CERTIFIED AS SUITABLE FOR RESIDENTIAL LANDUSE.

9. ALL FILL SHALL BE PLACED IN UNIFORM LAYERS NOT EXCEEDING 300mm THICKNESS AND
COMPACTED TO A DENSITY NGT LESS THAN 95% MAXIMUM DRY DENSITY.

10. CONTRACTOR SHALL TIE IN OF NEW SURFACE TO FINISH FLUSH WITH EXISTING SURFACE.

1. BRICK PAVING SHALL BE CLAY HIGH PERFORMANCE 80mm PAVERS LAID IN HERRINGBONE 45°
WITH HEADER COURSE AND PAVELOK UNLESS GTHERWISE SHOWN. COLGUR TO BE SPECIFIED BY
THE ENGINEER.

12. ALL EDGE KERBING SHALL BE MOUNTABLE (MK) AND ALL ISLAND KERBING SHALL BE SEMI
MOUNTABLE (SMK) UNLESS GTHERWISE NOTED. TRANSITIONS BETWEEN DIFFERENT KERBS SHALL
BE OVER 2m.

13. SIGN PGSTS AND STREET NAME PLATES SHALL BE SUPPLIED AND INSTALLED TG LGCAL
AUTHORITY REQUIREMENTS. CONTRACTOR SHALL FIT STREET NAME PLATES TO ADJACENT LIGHT

POLES WHERE APPROPRIATE.
14, THE CONTRACTOR SHALL SPOT QUT THE LINE MARKING. THE CONTRACTOR SHALL ADVISE MAIN

AUSTRALIAN HEIGHT DATUM.
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CLIENT:

Level 2 Kishorn Court
58 Kishorn Road
Mt Pleasant 6153 WA

PG Box 1036

CONTRACTOR SHALL INSTALL
PATH RAMP WITH TACTILES TO 75mm

TRANSITION TO EXISTING KERB

‘ CONTRACTOR TO INSTALL KERBING ON
’ TOP OF NEW RAISED PLATFORM AND
USE EXISTING MEDIAN ISLAND BRICKS
TO INFILL ISLAND

DRAWING:

TOWN OF ROAD LAYOUT

3
®
® AND SIGNING SHALL BE UNDERTAKEN BY MAIN ROADS.

MINT STREET AND BEATTY AVENUE

ROADS WHEN THE SITE IS REABY FOR LINEMARKING AND SIGNAGE INSTALLATION. LINE MARKING

15. THE CONTRACTOR SHALL PREPARE AS-CONSTRUCTED ROADS AND PATH BRAWINGS (INCLUDING

. SURVEY) TO THE SATISFACTION OF THE LOCAL AUTHORITY. AS CONSTRUCTED PLANS SHALL BE

ISSUED TG THE ENGINEER FOR SIGNING AND PRESENTATION TG THE LOCAL AUTHORITY.

16. THE CONTRACTOR SHALL PREPARE AND PRGVIDE ROAD AND PATH AS CONSTRUCTED
DOCUMENTS IN 'R" SPEC FORMAT AS PER LOCAL AUTHORITY REQUIREMENTS.

17. IT IS DEEMED THAT THE AS CONSTRUCTED DOCUMENTS FORM PART OF THE WORKS. PRACTICAL
COMPLETION CAN NOT BE AWARDED IF ACCEPTABLE AS CONSTRUCTED DOCUMENTS HAVE NOT

BEEN PROVIDED TO THE ENGINEER

PATH NOTES

1. ALL FOOTPATHS AND PEDESTRIAN RAMPS SHALL BE CONSTRUCTED TG LOCAL AUTHORITY
STANDARD. ALL MATERIAL USED SHALL BE IN ACCORBANCE WITH LOCAL AUTHGORITY
STANDARD SPECIFICATION

2. THE CONTRACTOR SHALL PROTECT ALL EXISTING WGORKS, AND SUPPLY AND MAINTAIN ALL
SAFETY DEVICES TO PROTECT VEHICLES, PEDESTRIANS AND THE WORKS

3. UNLESS OTHERWISE SHOWN, ALL FOOTPATHS SHALL BE 1.5m WIDE WITH A 0.3m OFFSET FROM
THE RCAD RESERVE BOUNDARY. FOGTPATHS ADJACENT TO RETAINING WALLS SHALL BE 1.8m
WIDE AND LOCATED ON THE ROAD RESERVE BOUNDARY.

L. UNLESS GTHERWISE SHOWN, ALL SHARED USE PATHS SHALL BE 2.1m WIBE WITH A 0.3m OFFSET

FRGM THE ROAD RESERVE BOUNDARY. SHARED USE PATHS ADJACENT TO RETAINING WALLS
SHALL BE 2.4m WIDE AND LOCATED ON THE ROAD RESERVE BOUNDARY.

,‘ 5. UNLESS OTHERWISE SHOWN, ALL JOINTS SHALL BE SPACED IN ACCORDANCE WITH THE LOCAL
AUTHORITY REQUIREMENTS. IF NOT AVAILABLE , THEY SHALL BE AS PER THE IPWEA

I REQUIREMENTS. JOINTS SHALL TIE IN WITH KERB JOINTS.

I

| 6. EXPANSION JOINT TG BE PROVIDED AT ANY SIGNIFICANT CHANGE IN WIDTH AND DIRECTION OR
WHERE ADJACENT TO SOLID OBJECT, GTHERWISE AT MAX SPACING OF &0m.

I 7. PRIOR TO PLACING CONCRETE THE BASE SHALL BE FREE FROM DELTERIOUS MATERIAL,
UNIFOGRMLY COMPACTED TO 95% MAXIMUM DRY DENSITY AND LIGHTLY DAMPENED.

‘ 8. ALL CONCRETE WORK SHALL DEVELGP A MINIMUM COMPRESSIVE STRENGTH OF 32 MPa AT 28
I BAYS, UNLESS GTHERWISE NGTED.
! 9. THE FINAL SURFACE SHALL BE BROGM FINISHED AND ALL EDGES AND JOINTS TOOL FINISHED.

I
10. CONTRACTOR SHALL PROTECT THE FINISHED WORK FOR 24 HOURS AFTER THE CONCRETE HAS

I
: BEEN LAID, ANY DAMAGE SHALL BE MADE GOGD AT THE CONTRACTGORS EXPENSE.
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